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US 480 R 
Machining and cladding equipment on steam generator , pressurizer of PWR, VVER and 

RMBK type nuclear power plants 
 

 

   
 
 

TURNING 
Travel : 100 mm - 1/100 
Work peformed : surfacing, groove, boring, beveling. 
Surface finish : 1.6 m 
 
MILLING 
Pneumatic module 
Milling till Æ20 mm - surface finish = 0.8 m 
 
GRINDING 
Pneumatic module 
Grinding tool Æ = 80 mm 
Surface finish = 0.4 m 
 
WELDING 
High frequency TIG welding with wire Æ12/10 
 
CLAMPING 
In all positions with : 
·  2 hydraulic cylinders. 
·  Mechanical cylinders. 

Different modules adapted on the cross carrier assembly allow to machine from Æ430 to 1000, working 
temperature may be up to 40°C. 

WEIGHT : 500 kg 
 
HYDRAULIC POWER PACK 
11 KW 
·  1 variable flow pump : 40 l - 120 bars 
·  1 high pressure pump : 250 bars 
Oil or glycol 
 
CROSS CARRIER ASSEMBLY 
Automatic electric feed on X axis 
Travel : 100 mm on X and Z axes 
Z axis = manual by vernier 1/100 accuracy 
 
CONTROL UNIT 
Remote control system for governing all operations, 
delivered with 30 meters cable. 
 
OPTIONAL 
·  Hydraulic milling module 
·  MIG welding 
·  Drilling till Æ20 
·  Additional cooling for working temperature 

>40°C up to 60°C 
 


