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DRILLING, FACING, THREADING, BORING 
 AND STUD REMOVAL MACHINE  

 

 

APPLICATION 
 
On site repair and maintenance machine used for the following 
operations. 
Drilling, boring, facing and threading (particularly for studs removal 
which are broken or have been cut of flush the tops of blind holes). 
 
WEIGHTS AND OVERALL DIMENSIONS  
 
MACHINE weight : 150 kg (complete equipment) 
      maximum overall dimensions: 1100 x 400 x 500 
 
CONTROL PANEL 
      weight : 11 kg 
      maximum overall dimensions : 550x200x300 
 
OPTIONAL EQUIPMENT 
 
See also equipment for cutting studs and chasing threads (information 
on request). 
 

TECHNICAL SPECIFICATIONS 
 
Spindle motor power   2 CV 
Reversible drive  
Free speed    280 rpm 
Nominal speed    200 rpm 
2 spindle speeds 
 min. nominal    61 rpm 
 max. nominal    137 rpm 
 Please note that the speed depends on the motor 
selected. A varied choice of motors is available. 
Spindle SA 40 
Travel 200 mm – (250 – 300 – 350) option 
 
MACHINING CAPACITY  
 
Drilling Ø 10 to Ø 40 
Facing from 0 to 270 with radial travel of 30 mm 
Boring from 10 to 273 
Threading Ø 20 to 273 mm, max. depth 150 mm, Thread pitch is 
controlled by means of a lead screw. 
 Feed manual 
 Automatic feed is available as an option  
 Drive pneumatic 
 
CONTROL PANEL FEATURES 
Digital readout of Z axis 
Pneumatic control box 

 


